INTRODUCTION
There are a number of industries in the Alto Paranaiba and Triângulo Mineiro mesoregions in the State of Minas Gerais and in the State of São Paulo that utilize boilers fired by eucalyptus chips. When burnt in boilers, eucalyptus chips produce ashes as a residue from the incineration process. Provided their granulometry is appropriate and their structure non-crystalline, their activity can be pozzolanic and thus suitable for producing more resistant, less porous concrete. In the event they are crystalline, they can act as a filler and also improve the concrete's properties. In both cases they are important materials to producing durable concrete. In Brazil and around the world, it is still unclear how eucalyptus chip ashes (ECA) are disposed of. Vieira et al. [1] appraised introducing ECA into clay pottery. Results showed that clay pottery properties improve if 10% of its weight is made up of eucalyptus firewood ashes, because plasticity is optimized, water absorption diminishes and mechanical resistance increases. Melo et al. [2] examined the possibility of using ECA in concrete as a replacement for the same volume of fine aggregate, but were unsuccessful, because of the decrease in mechanical strength compared to the benchmark material. In this paper we analyze the adding of different amounts of ECA into cementitious composites that were appraised for compressive strength, tensile strength subject to diametral stress, and tensile strength under bending.
MATERIALS AND METHODS
The ash samples were collected at DPA -Nestlé S/A's industrial plant in Ibiá, Minas Gerais. The raw ashes were oven-dried to constant mass at temperatures between 60-65°C for two days. The ashes were ground in a ball mill and re-burnt in a muffle furnace for 2 hours at 600ºC, then cooled inside it.
ECAs were characterized by MEV and EDS. Semi-quantitative analyses were done on different areas of the sample to estimate the samples' average chemical composition. Differential thermal analysis (DTA) and the thermo-gravimetric analysis (TGA) were done. To appraise the use of ashes as an additive in cementitious composites, bodies of proof were fashioned with partial mass of ECA, replacing the same percentage and quantity of cement, as shown in Table 1 . Twelve cylinder-shaped and three prismatic bodies of proof were cast for each composite. On the 28 th day, the composites' mechanical behavior was appraised on the basis of the compressive strength test and the tensile strength test subjecting the 50mm diameter, 100mm tall, cylindrical specimens to diametral stress. A bending tensile strength test was done on the 40x40x160 mm prismatic specimens.
RESULTS AND DISCUSSIONS
Energy dispersive x-ray spectroscopy determining semi-quantitative chemical composition detected Mg, Al, Si, P, S, Cl, K, Ca, Ti, Mn and Fe, as shown in Table 2 and Figure 1 . The loss on ignition test showed that raw ECA, ground ECA and re-burnt ECA samples were 47.5%, 51.5% and 15% respectively. Despite it being a qualitative analysis, the data show that the ashes have a low silica and high calcium content. This could suggest that the ashes might not have pozzolanic activity. Furthermore the samples' high calcium content may have favored formation of a hydrated calcium silicate, which generally has fewer faults due to a higher calcium/silica ratio, and could affect resistance to the alkalis of the composite made with the ashes [3] . Figure 1 shows micrographs of the raw ash samples amplified 20x and 100x. No long, rugged, dark fibers indicating the presence of carbon can be seen. This would confirm the ashes' low organic material content. Figure 2 shows the micrograph of ground ECA amplified 200 and 1000 times. In the 200x range picture, the particles can be seen to have undergone comminution. Figure 3 shows the micrograph of the re-burnt ash sample, magnified 50 and 250 times. In the 250x range picture its structure can be seen to have kept its similarity to raw ECA with no suggestion of the presence of carbon. Figure 4 shows the curves obtained in thermal tests (DTA and TGA) for raw ECA. A slight loss of mass and an endothermic peak at about 50ºC can be seen. This variation is probably due to loss of water adsorbed on the surface of the raw ECA. At round 500ºC there was a significant loss of mass and an exothermic peak. Considering that the calcined ash had shown a similar composition to the non-calcined ash, this peak is likely to be related with some phase transformation and not due to loss of organic matter.
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Fig. 4 -DTA and TGA of raw ECA Figure 5 shows the results of the compressive strength test run on the cementitious composite bodies of proof featuring the various partial replacement percentages of eucalyptus chip ashes for cement. The results show that using 5% and 10% of ashes, regardless of whether they are raw, ground or re-burnt, does not jeopardize the composite's compressive strength behavior. Figure 6 shows the results of tensile strength to diametral stress and bending. In the tensile strength to diametral stress, the composites with 5% raw ECA and 5% re-burnt ECA have higher values than the benchmark composite. The values of the other composites are close to the benchmark composite with the exception of the one with 15% re-burnt ECA. As to tensile strength to bending, the values of composites with additive were lower, and the results of the composite with 5% ground ECA were considerably lower. 
CONCLUSIONS
Adding eucalyptus chip ashes as 5, 10 and 15% in volume as partial replacements for Portland cement did not jeopardize the cementitious composites' compressive strength. At the same time, mechanical and thermal treatments do not seem to affect the performance of the ashes. In general adding eucalyptus chip ashes did not jeopardize tensile strength under diametral stress. Adding eucalyptus chip ashes in the proportions studied led to lower bending strength values. Considering the low contents of silica in the different ashes and these results, it could be stated that the action mechanism of ashes is likely to be one of filling larger pores. As the effect on bending was not beneficial, it is unlikely that the finer pores were filled. The results show that immobilizing eucalyptus chip ashes in cementitious composites is viable, particularly when compressive stresses are the ones required.
